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STAR PIPE FLASHING

ROOF FASTENER

SPEC| F|CAT'|ONS ' y FIELD FORMABLE BASE
l. General g

A. Star pipe flashing’s design makes fitting and conformity to various roof pitches and panel
configurations, as well as placement anywhere on the panel, easily accommodated.

B. A unigue rubber ribbed design, which constitutes the underside of the flashing’s aluminum base, > 25,/ oy
provides excellent sealing capacity. ;

C. Star pipe flashing is extremely resilient, so expansion and contraction of both pipe and sheets is
accommodated.

D. Star pipe flashing is easy to fit and slide over the pipe, yet requires no sealant or caulk at the pipe.
E. Star pipe flashing is available in two convenient sized to fit pipes ranging from 1/4" through 7" in
diameter. Large sizes are available as optional.

Il. Material

A. Star pipe flashing is modeled of EPDM, which is compounded with carbon black and other additives to
provide maximum weatherability and resistance to ozene and ultraviolet light.

B. Star pipe flashing’s bonded base ring is 1 mm.-thick aluminum alloy A 1100-C; a soft, corrosion-

SEALANT
(UNGER PERIMETER OF BASE)

resistant alloy that bends easily with simple hand pressure to conform to any panel configuration. PIPE FLASHING ASSEMBLY

THE STAR UNIVENT VENTILATOR SYSTEM

SPECIFICATIONS
1. General 22 |

1
A. Ventilator will be gravity type, and shall be designed to accommodate BIRD SCREEN
the roof slope of Star buildings. \
SIDE PANEL

B. Univents, with or without dampers wil be fabricated from26 gauge | ..M\, R. AINCAP
aluminunvzine alloy steel, factory white only furnished with birdscreen and & 3
end closures.

C. Univents have a field installed end skirt and may be installed as a single 10’ )

unit or as continuous wnits in mulliples of 10",

D. The ventilator damper will be designed to operate in any position from full DAMEER

open to close. Pull chain as standard. Remote lever operated pull cable as !
optional. Cable can be fumished to extend to the building endwall or sidewall. SKIRT l___/’l CLOSURE

14%"

Up to ten units in a continuous run can be operated by hand. N N2
E. Ventilator throats will be 9". Damper height will be cver half the throat width
for ample air passage and throat protection.

F. Ventilator base wil be sealed at end connection with a continuous strip of
sealant identical to that used for installation of the building roof panels. Edge of
the skirt will be sealed by a preformed rubber closure strip matching the
Dura-Rib panel configuration to close junction >
between ventilator base and roof panels.
(3. Ventilators will be located as

shown on the building BIRD SCREEN
manufacturer's drawing.

|

9" THROAT \
PURLIN

RDOF PANEL
(DURARIB SHOWN)

UNIVENT ASSEMBLY

UNIVENT SECTION

AOOF PANEL
(DURARIB SHOWN}

DISCHARGE CAPACITY (CFM)
Discharge capacity based on inlet area 2 times that of the univent area (except

0 MPH column is based on equal inlet and ventilator area).

Inlets are assumed to be uniformly distributed around the building.

Wind is assumed to blow diagonally on 1/2 of the inlet openings.

Increased flow may be obtained by locating inlets into prevailing wind.

Temp. Diff. is difference (F°) between inlet temperature and discharge temperature.
Stack Height is vertical distance (FT.) between inlet and discharge.




STAR ROOF JACK

SPECIFICATIONS

I. General HOOD
A. Roof jacks shall be mounted on the reof panel to provide weather protection for stacks or pipes penetrating the roof. Each
jack shall consist of a cone attached to a 2-foot square base section of Dura-Rib® panel and a hood mounted over the cone.
B. Cones shall be mounted in the Dura-Rib panel base they will be vertical when mounted on the slope

of the roof.

C. Cones shall be designed to be field tinmmed to accommodate stack sizes 7" through 12", The hood

shall be field aftached after cane is trimmed.

Il. Materials

A. Panel base shall be a 2-foot square portion of a standard Dura-rib roll formed roof panel and shall be
fabricated from 26 gauge galvanized steel and factory coaled with Star color finishes.

B. Cones shall be fabricated from 26-gauge galvanized steel with a factory coated Star color finish. The cones
will have an elliptical base to accommodate pipe sizes of 7 to 12" Q. D. inclusive and to match the slope of the rooi. &

C. Hood shall be fabricated from 26 gauge galvanized steet factory coated with Star color finish and shall be 14" q

in diameter. Hoods shall be furnished with four straps of 20 gauge steel for support and shall be aftached with SEALANT ’
1/8" diameter stainless steel pop rivets. (UNDER PERIMETER OF BASE)
D. Roof jack base shall be sealed to the roof with non-shrinking, non-drying butyl tape and attached to the roof panel

with self-drilling screws.

E. Stack or pipe penetrations shall be located at the center-iine of a major ¢orrugation of the Dura-Rib roof panel. ROOF JACK ASSEMBLY

ROOF PANEL
{DURARIB SHOWN}

ROQF:
FASTENERS

THE STAR MONOVENT VENTILATOR SYSTEM

it SPECIFICATIONS
I. General
A. Monovent ventilators shall be circular, gravity-type mounted on a base
that matches the profile of the Dura-Rib roof panel.
B. Monovents shall include wind band, bird screen, ventilator throat, base
assembly and necessary sealant and fasteners, optional insulation collar
is available upon request.

o C. Pull chain as standard or lever operated pult cable as option for remote
operation.

D. Monovents shall be designed to replace a standard ridge panel on roof

slopes of 1:12 and 4:12. A special roof panel will be used at desired

location to leave opening for monovent base at the ridge for 1/2":12.

Il. Materials

A. Monovents shall be fapricated from 26 gauge Alum-zinc alloy steel,

using white Star color finishes.

B. Dura-Rib® panel base assembly shall be 3-0"

long providing a net coverage of 36" roll formed

to match the profile of the Dura-Rib rocf panel.

C. Damper shall be spring loaded, chain or

YENT BASE
(SHOWH AT RIOGE)

DISCHARGE CAPACITY

DISCHARGE CAPACITIES BASED ON 20" DIA. MONOVENT WITH cable operated, and desigred to operate

TEMP. DIFFERENTIAL BETWEEN INSIDE TEMPERATURE IN from full open to full closed. [
DEGREES FAHRENHEIT AND OUTSIDE TEMPERATURE IN D. Monovent base shall be . . 4
DEGREES FAHRENHEIT attached to the roof

CFM...CUBIC FEET PER MINUTE

ith r
MPH._MILE PER HOUR panels with standard

STACK HEIGHT..AVERAGE HEIGHT IN FEET BETWEEN INTAKE r°°f| fasteners and

(LOUVERS, DOORS, ETC.) AND OUTLET (DAMPER) sealed with non-drying,
non-hardening butyt
sealant tape.

ROCF PANEL
(DURARIB SHOWN)

CROSS SECTION




STAR LIGHT TRANSMITTING PANELS

LTP CROSS SECTION

LTP WITH INSULITE

SPECIFICATIONS

l. General

A. AllLTP's shall be fiberglass reinforced translucent polyester panels
with a minimum thickness of .055" (8 oz./psf) formed to match the
profile of the panel.

B. LTP's shall have a smooth surface and be white in color.

C. LTP’s shall have a light transmission factor of 55% and solar
energy transmission of 25%.

D. All panels used in conjunction with Star standard LTP's shall be
factory cut to length.

E. Roof LTP’s shall have panel endlaps and sidelaps sealed with a
non-hardening, nontoxic, pressure-sensitive butyl tape to provide an
air tight seal. Sealant shall be located a shown on manufacturer's
drawings.

F. The optional insulated light transmitling panels shall be designed to
be field assembled with the standard roof LTP to provide a one-inch
dead air-space.

G. The insulated LTP can be installed cver 2'-6" or 5-0" purlin spaces.
H. When used with the white exterior roof LTP the overall units shall
have a light transmission factor of 45%.

I. The insulated roof LTP shall provide a U Factor of 0.50.
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o STARSHIELD LTP
(LIGHT TRANSMITTING PAMEL)
STARSHIELD CROSS SECTION
WALLLTP
PROJECT ACCESSORY REQUIREMENTS
QUANTITY ACCESSORIES SIZE QUANTITY ACCESSORIES SIZE

Star Building Systems
B600 South Interstate 35

Box 94910

Oklahoma City, OK 73143
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Descriptions and specifications contained herein were in GERTIFIED

effect at the time this publication was approved for
printing. STAR reserves the right to discontinue products
at any time or change specifications and/or designs
without notice and without incurring obligation.
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